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XDP Virtual Server
An eBPF Load Balancer library



Background

• UK’s largest commercial broadcast radio company 

• Legacy hardware LB appliances handling all traffic 

• Replace with one solution for high bandwidth applications 

• Separate solution for low bandwidth applications 

• 95% long lived TCP connections (Icecast)  

• IPv4 only, layer 4 LB, Direct Server Return mode at layer 2
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Solutions considered

• Google Maglev 

• Cloudflare Unimog 

• Github GLB 

• Facebook Katran 

• IPVS



Try building something with XDP/eBPF?

• Direct Server Return relatively simple to implement 

• Need the VIP on loopback interface on backend servers 

• Update MAC addresses on incoming packets and TX 

• How hard could it be?





eBPF maps can make this dynamic

• Services and destinations 

• VLANs and interfaces 

• Backend selection and flow tracking 

• Statistics 

• Queues



Required library userland functionality

• Control plane functions to manage services 

• Backend MAC address discovery via ICMP/ARP 

• IP address/VLAN interface discovery 

• Other NIC settings, eg. 802.3ad 

• Ability to check backend server health by VIP







192.168.100.1 10.1.2.3 255.0.0.1
192.168.100.1 10.1.2.4 255.0.0.2
192.168.100.2 10.1.2.4 255.0.0.3
192.168.100.2 10.1.2.5 255.0.0.4
192.168.100.2 10.1.2.6 255.0.0.5

Each unique virtual and real server address pair is mapped to a NAT address



Health checks via NAT addresses

• xvs interface is created with a route to NAT addresses 

• To obtain NAT addr, use nat:=client.NAT(vip, rip) 

• Use standard TCP/IP stack to build checks 
• http.Get(“http://“ + nat.String()) 

• Build a custom http.Client which always uses NAT IP



Minimum Viable Product load balancer:

• Health checks 

• Advertise VIPs via BGP - “Route Health Injection” 

• Metrics 

• Logging 

• Flow state sharing 

• Configuration, eg. YAML/JSON 



Minimum Viable Product load balancer:

• Health checks 

• Advertise VIPs via BGP - “Route Health Injection” 

• Metrics 

• Logging 

• Flow state sharing 

• Configuration, eg. YAML/JSON 

   There’s an app for that



vc5



--- 
bgp: 
  as_number: 65001 
  peers: 
    - 10.1.2.254 

services: 
  - name: icecast 
    virtual: 
      - 192.168.100.1 
    servers: 
      - 10.1.2.3 
      - 10.1.2.4 
    host: foo.example.com 
    path: /health 
    policy: 
      http: 
      https: 

vlans: 
  1: 10.1.2.0/24

{ 
   "bgp" : { 
      "10.1.2.254" : { 
         "as_number" : 65001 
      } 
   }, 
   "services" : { 
      "192.168.100.1:443:tcp" : { 
         "name" : "icecast", 
         "need" : 1, 
         "reals" : { 
            "10.1.2.3:443" : { 
               "checks" : [ 
                  { 
                     "host" : "foo.example.com", 
                     "path" : "/health", 
                     "type" : "https" 
                  } 
               ] 
            }, 
            "10.1.2.4:443" : { 
               "checks" : [ 
                  { 
                     "host" : "foo.example.com", 
                     "path" : "/health", 
                     "type" : "https" 
                  } 
               ] 
            } 
         }, 
         "sticky" : false 
      }, 
      "192.168.100.1:80:tcp" : { 
          …

config.pl →



Deployment
 2024 - 

• Ran for one year on VMs, small services 

• Running our tier 1 services since the start of 2025 

• Relatively modest servers - 2.30GHz Xeon, 32core, 32GB 

• 4x10G Intel X710 NICs, running VLAN trunks with MLAG 

• Migrated services via new VIPs and DNS





https://xkcd.com/195/





Added layer 3 and IPv6 support

• Tunnel traffic over IP: IPIP, GRE, FOU and GUE supported 

• IPv4 or IPv6 may be used for VIP or RIP (any combination) 

• Need to tell the library about which gateway to use 

• Layer 3-only far simpler than layer 2 with multiple VLANs



Issues encountered during rollout

• Intel X710 media negotiation failures 

• VMware vmxnet3 buffer sizing bug in driver mode 

• Program size increased with layer 3 support - use tail calls 

• FOU/GUE termination on IPv6 unsupported?



Future development

• Config could be centralised … or 

• Self service - teams could run their own instances … or 

• Service discovery - etcd/Consul/ZooKeeper 

• Tunnel termination eBPF utility 

• We have the flexibility to proceed at our own pace





This slide intentionally left blank in case of video playback screwups



github.com/davidcoles/xvs 

github.com/davidcoles/vc5 

github.com/davidcoles/fosdem2026 

Enjoy FOSDEM!

http://github.com/davidcoles/xvs
http://github.com/davidcoles/xvs

